
JET C

 Curved insulated flap, 33mm thickness with three alveolar chambers. With insulating panel inserted in the central chamber.

 ABS corner fittings.

 Entirely constructed in anti-condensation shockproof PVC.

 Smooth flap surface for better air flow and less dust deposit.

 Electro-welded and galvanised protection mesh. (Stainless steel on request). 

 An important feature of our air inlets is the possibility to be positioned, with respect to the housing wall, in a customised manner 

according to the thickness of the wall and the requirements of the installation.

 Wide range of accessories and options for a complete installation. 
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at both ends.
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Strength required in Kg. to close the JET flap 

FORZA

   Kg.
2,2 2,4 2,6 2,8 3,2   2,3 2,5 2,6 2,8   3,4  2,4 2,7 2,8   3,2 3,8

FOR COLD AND WARM AREAS

Air flow rate m³/h at the negative pressure for the various models:

wall installation depression opening insulated monoflap curved
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IN ORDER SPECIFY: 

JET sizes B / sizes A / contact A / flap / wall recess 80  

EXAMPLE
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For   see model «JET» from pag. 3 to pag. 8 configuration options , optionals and accessories
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SIZES AND MODELS

MODEL WITH   and only contact type    STANDARD WALL RECESS SIZES 80mm A

MODELS WITH  and contact type     or WALL RECESS SIZES ON REQUEST A B
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